'‘Standard Wall Aquarium' Instructions

Material:
Tools:

1. 3," plywood
1. Hand saw 2. Shims
2. Hand drill 3. 2x4 Studs
3. Hammer 4. Framing anchors
4. Level and Square 5. 3" nails

6. Hinges or Velcro

There are several installation options available based on the depth of the wall
and accessibility from rear.

Installation options include:

a. Flush mounted

b. Overhanging
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c. Single or double sided viewing (see-through)

In all cases it is important to install the aquarium level and secure as filled with water it weighs
approximately 200 Ibs.



Standard install
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: 1.1 1. Draw a rectangle on the wall using a tape
! 12 measure and level.

' Jl | » Finished opening is about 52" x 21"h.
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2. Cut hole in the wall.
* Make your cuts a few inches larger than
marked area.

3. Build frame for tank to sit in.
* Use 2 x 4 studs and steel framing anchors.

l”j 4. Fasten shims and 3," plywood around frame.
« Use two ;" plywood boards for base.
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6. Secure top last.




7.Finished wall Structure
(wall opening 92"l x 21°h).
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Overhang install (34" example)
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In some cases the aquarium will
g overhang one or both sides of

the wall.
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/‘x‘\?\ \ 1. Follow' Standard install* with plywood

protruding > ;" from wall.

2. Add spacer strips to the sides and base.




Electrical

« Each light, filter and heater requires power.
\J « An outlet in the top corner is recommended
(preferably flush mounted).
 All electrical work must be performed by a
qualified electrician.

Trim

— Baseboard trim or picture
framing makes a good border.
Invisible hinges are
recommended however Velcro
works well too.
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» Trims width is equal to the space above
N /1 aquarium plus 34",

« Trims inside length is 47 * ;"

t"‘ﬂ LJ 1. Secure trim to top of opening.

N\ / » Use Invisible hinges or Velcro to
make aquarium accessible.

2. Put aquarium inside opening.

3. Fasten remaining trim.




Trim package (follow if trim came with your aquarium)
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« 2 xInvisible hinges
- 8 x Trim pieces
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« Wall opening must be 52" x 20°,"h.

t"‘ﬂ LJ 1. Fasten marked end of hinges to trim.

2. Secure trim to top of opening.

2| N 3. Put aquarium inside opening.
_’ LY 4. Secure remaining trim.
|| J‘ 1‘ t 1 5. To prevent trim from pivoting-in, add

| | stoppers to the back of the side pieces.

Cleaning

o ° The aguarium does not move or come out of

i the wall.
Ij l We recommend that you do small frequent water
changes, 10% to 20% every 3 weeks. Cleaning
everything in the aquarium as well as changing all
the filter material is a deadly combination. This




2y alters the chemical values within the aquarium and
i reduces the amount of essential bacteria.

The easiest way to remove your water is through
a siphon. Any tube that's 4 feet long will work but
specialty cleaning siphons will suck up more waste.

IMPORTANT!

It is the responsibility of the owner and installer to make sure this aquarium is
properly supported and secured against falling. Wo rk should be preformed by
a qualified and bonded handyman and bonded electric ian. GFI outlets are
recommended to prevent any shock hazards.

Lantz Enterprises Inc. assumes no liability whatsoev er for any accident or
water damage caused by this aquarium, installation of this aquarium or
regular maintenance of this aquarium.



